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( Lyra 2500 AC (Main) Lyra 2500 AC (Sub)

Lyra 2500 AC

* This AC port can | |
either back up power | |
for home appliances or | :

* When two devices are used together, the total
maximum output power is 2400W. The system will

3 Installation automatically adjust the output power of the device
: based on the power of the connected loads.

Lyra 2500 AC Protective Cover Power Cable Quick Start Guide
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act as an input for Existing balcony power

or connecting an existing plant (Max. 1500W)
Lyra 2500 AC = Socket ' _ ‘ ‘ _ Note: The total power consumption of all AC output -7 balcony power plant. S
__i= Install the protective cover. Place the Lyra 2500 AC in a suitable location. ports on both devices must not exceed 2400W. Grounding cable L
Existing balcony * This AC port can either back up power for home appliances or
¢ powerplant ! act as an input for connecting an existing balcony power plant.

4. Commiss ioning Procedure
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: « Scan the QR code or search for "CONOW ECO" in the Google Play Store or |
AC outlet 1 ‘ Apple App Store. After downloading, please register and log in to the App. |
= ‘ « Scan the QR code on the device to download the App. |
ﬁ AC button Grid port [ * |f you have already downloaded the “SmartLife” or “Tuya” App, you may use |
- \ — | your existing App directly, as its operation is identical to that of CONOW ECO. a |
0 Power button AC outlet 2 ‘ d App Store [ Obtain the User Guide
| —of *
RS485 port |
h 1. Press the power button to turn on the device (the LED indicator will turn on, and the
* To protect yourself and the equipment, ensure the system is powered off before installing or power button indicator will flash).
X adding an additional Lyra 2500 AC. Installation while the system is powered on is not covered 2. Press the AC switch button for 1 second to enable the bypass function (the button
under warranty. indicator light is on).
P ) ; | 3. Check the LED indicator to confirm the device is in pairing mode (the power button
= ‘ Grounding indicator light is flashing). ]
% %S @ JUNIIDE screw 4. Scan the QR code to view the electronic manual and follow the instructions on
Indicator light — adding devices and configuring settings.
5. After adding the device, you can access the electronic manual on the device page. L I )




